
Well: Field: Black Fox Project
Section Township Range Description: Horizontal Well

33 16S 52W Est. Elev: 4,739 Ft.
Btm Hole: Est. KB Elev: 4,762 Ft.

County, State: Lincoln Colorado Well Class: Wild Cat

SUGGESTED not to scale

Casing DRILLING SURVEY MUD WT. HOLE SIZE FORMTN HAZARDS GAMMA

Cement PARAMETERS DIRECTIONAL MW BIT DEPTH COMMENTS RAY

Pierre Shale

78' TVD Top of Cement

3,000' MD
13.5# cement + 
TBD (50%

Niobrara

Lost Dakota

Circulation

Morrison

Lost Dockum

Circulation

Blaine

2,947' TVD

Top of Lead
6,327' MD

Lead Cement
12.5# SDC, 6% 

Dolomite Stn Coral reduce RPM to

Marker 3,268' TVD limit bit damage

Thin bedded Penn.

Sandstones 4,427' TVD

Limestone Lansing/KC

& Shale

BR = 10º/100' Marmaton

5,425' TVD

Cherokee

5,192' TVD

Landing Pt: 5658' MD

Atoka

5,517' TVD

Morrow

5,846' TVD

Pilot

Hole

6,000' TVD Mississippian

6,057' TVD

5,800' TVD

6,500' TVD

DRILLING PROGNOSIS
Pioneer Natural Resources

Lincoln
Horizontal Well

Horizontal Well

Billheimer 31-33-16-52H

Billheimer 31-33-16-52H

Slow drilling thru 
salt & dolomite. 

Stop before you 
reach the 
Arbuckle

Lost Circ is a main 
concern, dry drill if 

nec & capable

Watch for gumbo 
attack 0-1120'

0

500

1000

1500

2000

2500

3000

3500

4000

4500

5000

5500

6000

6500

7000

0 GR

9
‐5
/8
" 3

6
# K

5
5
 STC

 @
5
6
5
8
' 

1
3
‐3
/8
" 5

4
.5
# K

5
5
 LTC

 @
3
0
1
0

2
0
" 

@
4
0

3542+300' of 5‐1/2" 17ppf P110 LTC @9200' MD


