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NAD 83 (SURFACE LOCATION)

NAD 83 (TARGET BOTTOM HOLE)

LATITUDE = 39°29'55.79" (39.498831)
LONGITUDE = 108°10'58.98" (108.183050)

LATITUDE = 39°29'48.33" (39.496758)
LONGITUDE = 108°11'19.38" (108.188717)

NAD 27 (SURFACE LOCATION)

NAD 27 (TARGET BOTTOM HOLE)

LATITUDE = 39°29'55.87" (39.498853)
LONGITUDE = 108°10'56.68" (108.182411)

LATITUDE = 39°29'48.41" (39.496781)
LONGITUDE = 108°11'17.08" (108.188078)

UTM NAD 27 (ZONE 12)

UTM NAD 27 (ZONE 12)

N: 14356005.24 E: 2435305.26

N: 14355200.00 E: 2433730.00
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BASIS OF BEARINGS

BASIS OF BEARINGS IS A

G.P.S. OBSERVATION

BASIS OF ELEVATION

SPOT ELEVATION AT THE NORTHWEST CORNER OF SECTION 30, T5S, R95W, 6th P.M. TAKEN
FROM THE FORKED GULCH QUADRANGLE, COLORADO, GARFIELD COUNTY, 7.5 MINUTE
SERIES (TOPOGRAPHICAL MAP) PUBLISHED BY THE UNITED STATES DEPARTMENT OF THE
INTERIOR, GEOLOGICAL SURVEY. SAID ELEVATION IS MARKED AS BEING 5966 FEET.
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