
cement w/  CBL Assumed cement w/ no CBL New Proposed Cement

Cut and Cap casing @ 15' KB

140 sx Squeeze perf @ 850'
CICR @900'

Squeeze Perf @ 1000'

TOC in casing @ 4365'
Sussex 4565'

Bottom of Cement @ 4990'
Squeeze perf @ 5050'

Shannon 5190' 265 sx
CICR @ 5100'

Squeeze perf @ 5390'

Squeeze perf @ 6760'
CICR @ 6800'

Niobrara Top 7160'
Squeeze perf @7300

TOC @ 7360'

7518' CIBP w/ 2 sx of cement @ 7420'
Codell

7532'

7972' CIBP w/ 2 sx of cement @ 7900'
J-Sand

8000'

KB = 10'

Tubing String - 2.38" (Capacity 0.00387 bbl/ft & 0.02171 ft3/ft)

Surface csg shoe @ 228' 

Stolz John Henry Unit #1 (P&A)

Existing Features Proposed Additions for P&A

Surface Casing - 8.63" 24#  set @228' (Capactiy = 0.0636 bbl/ft & 0.3575 ft3/ft)
Production Casing - 4.5" 10.5# & 11.6# set @ 8140' (Capacity = 0.0159 bbl/ft & 0.0895 ft3/ft)

170 sx

PBMD @ 8140'

Base of Fox Hills @ 737'
Bottom of cement @ 800'

TOC @ 4325'
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