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Notify COGCC when pit liner is removed and provide documentation of disposal at permitted disposal 
site.  Notify COGCC environmental staff if variance request regarding final land contours is granted by 
the Director and if variance not granted then report when closure process is completed as required by 
rules regarding final reclamation. 

METALS 

Analytical results demonstrate that background concentrations of arsenic (As) exceed Table 910-1 
concentration levels.  Analytical results demonstrate that concentrations of As in soils in the pit also 
exceed Table 910-1 concentration levels and the pit concentrations are less than or within analytical 
uncertainty of being equal to the background concentrations.  The analytical results are summarized 
below: 

METAL 
BACKGROUND 

CONCENTRATION 
(MG/KG) 

PIT CONTENTS, 
SOIL/BEDROCK BELOW PIT 

OR  IMPACTED MEDIA 
(MG/KG) 

TABLE 901-1 
CONCENTRATION 

LEVELS 
(MG/KG) 

Arsenic 2.3-3.1 3.1 0.39 
 

COGCC and CDPHE have consulted and agree that operators do not need to request variances from 
CDPHE for instances where the concentrations of metals in impacted soils are equal to or less than 
background concentrations, but do not meet Table 910-1 concentration values.   Operators must ensure 
that remaining pit contents are covered with a minimum of 3 feet of backfill and soil.  The soil horizons 
must be replaced in their original relative position, and reclaimed in accordance with 1000 Series Rules.    
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