
Well Name:   DUMLER 9-27

API

05-123-21346
Quarter 3

NE
Quarter 4

SE
Section

27
Township

5
Township N/S Dir

N
Range

65
Range E/W Dir

W
County/Parish

WELD
State/Province

COLORADO
TD (max) (f/

7,172.0

Proposed Vertical P&A WBD

VERTICAL - ORIGINAL HOLE, 3/28/2018 4:14:13 PM

TVD 
(ftKB)

MD 
(ftKB)

12.1

299.9

440.6

441.9

642.1

691.9

1,768.0

2,037.1

2,166.0

2,168.0

2,268.0

3,850.1

6,662.1

6,688.0

6,690.0

6,740.2

6,744.1

6,755.9

6,867.1

6,871.1

6,899.9

6,905.8

6,910.1

7,009.8

7,020.0

7,115.2

7,144.0

7,145.0

7,159.1

7,160.1

Vertical schematic (actual)

Production; 12.0-7,160.0; 7,148.00; 2; 4 
1/2; 4.00

Production Casing Cement (plug); 7,144.0
-7,160.0; 3/2/2003

Perforated; 7,010.0-7,020.0; 4/17/2003

Tubing - Production; 12.0-6,973.0; 
6,961.01; 3; 2 3/8; 2.00

Perforated; 6,900.0-6,906.0; 4/17/2003

Perforated; 6,867.0-6,871.0; 4/17/2003

Perforated; 6,740.0-6,910.0; 3/2/2007

Perforated; 6,744.0-6,756.0; 4/17/2003

Production Casing Cement; 3,850.0-
7,160.0; 3/2/2003

Surface; 12.0-442.0; 430.00; 1; 8 5/8; 8.10

Surface Casing Cement; 300.0-442.0; 
2/25/2003

Surface Casing Cement; 12.0-300.0; 
2/25/2003; TOPPED OFF W/ 250 SX

Vertical schematic (proposed)

Cast Iron Bridge Plug; 6,688.0-6,690.0; 4

DUMP BAIL; 6,662.0-6,688.0; 1/22/2018; 2 SX  
ON CIBP

Perforated; 2,268.0; 1/22/2018

COURTESY PLUG; 2,168.0-2,268.0; 1/22/2018

CICR; 2,166.0-2,168.0; 4

COURTESY PLUG; 2,037.0-2,166.0; 1/22/2018

COURTESY PLUG; 1,768.0-2,268.0; 1/22/2018;  
PUMP 165 SX; 155 THRU CICR AND LAST 10  

SX ON TOP OF CICR

SHOE PLUG; 642.0-692.0; 1/22/2018

SHOE PLUG; 12.1-642.0; 1/22/2018; PUMP 225  
SX FROM 50' INSIDE CASING TO SURFACE


